SMT Shielded Power Inductors
GSRH4D18 / GSRH4D28 / GSRH5D18
GSRH5D28 /| GSRH6D28 / GSRH6D38

Features (<)

° Magnetlcally shielded construction
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e Compact and thin (§& {713 |

e Large Current and Low DCR
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Applications (* [3#)
° DC DC converter of portable equipment.
8 )
° mcorder LCD teIeV|S|on set, Digital
camera, P.D.A., Notebook.
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Product Identification (% Fﬁ[!,,%?ﬁﬂj)
GSRH4D18 - (Ex. GSRH4D18-1R0OM)
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1. SMT Shielded Power Inductors (ﬁfj@ﬁﬁ@:%{ﬁ%)
(GSRH4D18, GSRH4D28, GSRH5D18, GSRH5D28, GSRH6D28, GSRH6D38)
2. Inductance (’F%’Eitl"ﬂ)
3. Tolerance (- {fl) ( %Eﬁ?ﬁ K 10%, L 15%, M 20%, N 30% )

Configurations & Dimensions (ﬁ%ﬁ'wtﬁifﬁ R

Land Pattern
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Unit In mm

Type A B C D E F G H |

(F]=4) 0.3 0.3 (max) (max) (Ref.) (Ref.)
GSRH4D18 4.7 4.7 2.0 6.9 1.5 4.5 5.3 1.90 1.5
GSRH4D28 4.7 4.7 3.0 6.9 1.5 4.5 53 1.90 1.5
GSRH5D18 5.7 5.7 2.0 8.2 2.0 5.5 6.3 2.15 2.0
GSRH5D28 5.7 5.7 3.0 8.2 2.0 5.5 6.3 2.15 2.0
GSRH6D28 6.7 6.7 3.0 9.5 2.0 6.5 7.3 2.65 2.0
GSRH6D38 6.7 6.7 4.0 9.5 2.0 6.5 7.3 2.65 2.0

«Design as Customer’s Requested Specifications. (fi' {#~%'* r’i—*j ﬂ@;ﬁ*%"“f)
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SMT Shielded Power Inductors
GSRH6D28

Electrical Characteristics for GSRHED28 Series [GSRH6D28 It 4 14 1]

Part Number Inductance Test Freq. DCR (Q) IDC (A)
(uH) (KHz) (max) (max)
iy Bl BE () T o e P E A O
GSRH6D28 — 3RON "~ 3.00 10 0.024 3.00
GSRH6D28 — 3RON 3.90 10 0.027 2.60
GSRH6D28 — 5RON 5.00 10 0.031 2.40
GSRH6D28 — 6RON 6.00 10 0.035 2.25
GSRH6D28 — 7R3N 7.30 10 0.054 2.10
GSRH6D28 — 8R6N 8.60 10 0.058 1.85
GSRH6D28 — 100M 10.00 10 0.065 1.70
GSRH6D28 — 120M 12.00 10 0.070 1.55
GSRH6D28 - 150M 15.00 10 0.084 1.40
GSRH6D28 — 180M 18.00 10 0.095 1.32
GSRH6D28 — 220M 22.00 10 0.128 1.20
GSRH6D28 — 270M 27.00 10 0.142 1.05
GSRH6D28 — 330M 33.00 10 0.165 0.97
GSRH6D28 — 390M 39.00 10 0.210 0.86
GSRH6D28 — 470M 47.00 10 0.238 0.80
GSRH6D28 — 560M 56.00 10 0.277 0.73
GSRH6D28 — 680M 68.00 10 0.304 0.65
GSRH6D28 — 820M 82.00 10 0.390 0.60
GSRH6D28 — 101M 100.00 10 0.535 0.54
GSRH6D28 — 121M 120.00 10 0.750 0.51
GSRH6D28 - 151M 150.00 10 0.950 0.47
GSRH6D28 — 181M 180.00 10 1.200 0.41
GSRH6D28 — 221M 220.00 10 1.500 0.37
GSRH6D28 — 271M 270.00 10 1.700 0.33
GSRH6D28 — 331M 330.00 10 2.150 0.28
GSRH6D28 — 391M 390.00 10 2.250 0.27
GSRH6D28 — 471M 470.00 10 3.150 0.21
GSRH6D28 — 561M 560.00 10 3.750 0.20
GSRH6D28 — 681M 680.00 10 5.150 0.20

*Test Freq. : 10KHz / 0.1V.
¢ Operating Temp. : —40C ~ +85TC
skInductance drop = 35% typ. at IDC.





