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 Part Number Code

Example  : 

No. Digit

(1) TSM

(2) 0

(3) A

(4) 103

(5) F

(6) 34D

(7) 1

(8) R

(9) Z

Item

Product Type

Size (EIA)

B25/85

Zero Power

Resistance at

25℃ (R25)

Optional Suffix RoHS+HF compliance

Tolerance of R25 ± 1%

Definition of B

Value

3435K

Tolerance of

B Value
± 1%

B Value

ReelPackaging

TSM   0   A   103   F   34D   1   R   Z

10 x 10
3 
Ω = 10 KΩ

Specification

Thinking NTC thermistor

TSM type

0402

(1) (2) (3) (4) (5) (6) (7) (8) (9) 
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 Structure and Dimensions

 Electrical Characteristics

Zero Power

Resistance

at 25℃

Tolerance

of

R25

B25/85

Value

Tolerance

of

B Value

Max.

Power

Dissipation

at 25℃

Dissipation

Factor

Thermal

Time

Constant

Operating

Temperature

Range

R25(KΩ) (± %) (K) (± %) Pmax(mW) δ(mW/℃) τ(sec.) TL~TU(℃)

10 1 3435 1 170
Approx.

1.7

Approx.

2.0
-40 ~ +125

( unit : mm )

L1 W H max. L2 and L3

0.60 0.20±0.10

TSM0A103F34D1RZ

Part No.

1.00±0.15 0.50±0.10

w

H

L1

L2 L3
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 Reliability 

Item Standard

Bending

Strength

IEC 60068-

2-21

Solderability
IEC60068-

2-58

Resistance to

Soldering

Heat

IEC60068-

2-58

High

Temperature

Storage

IEC60068-

2-2

Damp Heat,

Steady State

IEC60068-

2-78

Period

(minutes)

30 ± 3

5 ± 3

30 ± 3

5 ± 3

Products have been tested at Thinking Electronic 

Industrial Co.,Ltd. Laboratory recognized by UL (Underwriters Laboratories Inc.) under CTDP

(Client Test Data Program).

No visible damage

∣△R25/R25∣≦ 5 %

25 ± 5℃, Pmax. , 1000 ± 24 hrs

Specifications

At least 95% of

terminal electrode is

covered by new solder

No visible damage

∣△R25/R25∣≦ 3 %

No visible damage

∣△R25/R25∣≦ 5 %

Step

No visible damage

∣△R25/R25∣≦ 3 %

No visible damage

∣△R25/R25∣≦ 5 %

260 ± 5℃ , 10 ±1 sec

No visible damage

∣△R25/R25∣≦ 3 %

125 ± 5

4

-40 ± 5

Test conditions / Methods

245 ± 5℃ , 3 ± 0.3 sec

40 ± 2℃ , 9 0 ~ 95 % RH , 1000 ± 24 hrs

Temperature

(℃)

125 ± 5℃ , 1000 ± 24 hrs

Warp : 2mm ; Speed ＜ 0.5mm/sec.

Duration : 10 sec on PCB.

Max.

Power

Dissipation

2 Room temperature

IEC60539-1

4.26.3

Rapid

Change of

Temperature

The conditions shown below shall be repeated

5 cycles on PCB

3

IEC60068-

2-14

Room temperature

1
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Soldering Recommendation

█ IR-Reflow Soldering Profile

█ Recommended Reworking Conditions with Soldering Iron

Caution:Not to touch the component surface with soldering iron directly

              to prevent component damage.

Soldering Time 3 sec (max.)

Diameter of Soldering Iron-tip f 3mm (max.)

Page 4

Item Conditions

Temperature of Soldering Iron-tip 360℃ (max.)

3℃/sec 

(max.) 
60~180 

sec 

20~40 
sec 

150±20℃ 

Time 

Cooling Peak temp 

T
e

m
p

e
ra

tu
re

 

255~260℃ 

150~200℃ 

Tamb 

3℃/sec 

(max.) 
6℃/sec 

(max.) 

217℃ 
60~150 sec     

t 

8 minutes max 

Preheating 
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Max. Power Dissipation Derating Curve

Note: TL = Minimum operating temperature (℃)

          TU = Maximum operating temperature (℃)

For example：

Maximum operating temperature(Tu)＝125℃

PTa=(Tu-Ta)/(Tu-25)×Pmax＝70% Pmax

Page 5

Ambient temperature(Ta)＝55℃

100% 

0 
TL 0 25 TU 

Ambient temperature (℃) 

PTa   

Pmax 
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Recommended Soldering Pad Dimensions

Size (EIA) 0402

Z  1.7 mm

G  0.5 mm

X  0.6 mm

Y  0.6 mm

 RoHS Compliant Declaration

Warehouse Storage Conditions of Products

(I) Storage Conditions :

1.Storage Temperature : -10℃~+40℃

2.Relative Humidity : ≦75%RH

3.Keep away from corrosive atmosphere and sunlight.

(II) Period of Storage : 1 year

Page 6

compliant with RoHS directive 2015/863/EU.

We hereby declare that the components delivered to your company are

Y 

G 

X
 

Z 



NTC Thermistor TSM Type

Part No. :TSM0A103F34D1RZ Page 7

 Packaging

    

(Unit : mm)

A0 B0 W E F P1 P2 P0 D0 K0

Size ±0.05 ±0.12 ±0.2 ±0.1 ±0.05 ±0.1 ±0.05 ±0.1 ±0.1 ±0.1

0.62 1.12 8 1.75 3.5 2 2 4 1.55 0.60

■ Quantity ( 10000 pcs / reel )

■ Taping Specification ( 0402 Series)

0402

Index
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Safety Approvals (Certified Model/Type : TSM0A103)

* UL 1434 / cUL  recognized (File # E138827)

* TUV recognized (File # R 50167657)

* CQC GB/T 6663.1-2007 recognized (File # CQC12001080962)

 Certificates 

(1) IATF 16949 certificate 

(2) ISO 9001 certificate 

(3) QC 080000 certificate 

 Test Report

(1) RoHS test report

(2) Halogen-free test report

.. 
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Part No. : TSM0A103F34D1RZ R25 =10 KOhm ± 1%

B25/85 = 3435 K ± 1%

Temperature Rmax. Rnor. Rmin.

(℃) (KΩ) (KΩ) (KΩ)

-40 212.84 204.47 196.41 -0.70 0.72 4.1% -3.9%

-39 201.06 193.26 185.75 -0.70 0.72 4.0% -3.9%

-38 190.03 182.76 175.75 -0.69 0.71 4.0% -3.8%

-37 179.69 172.91 166.37 -0.69 0.71 3.9% -3.8%

-36 169.97 163.65 157.55 -0.68 0.70 3.9% -3.7%

-35 160.84 154.94 149.25 -0.68 0.69 3.8% -3.7%

-34 152.24 146.74 141.42 -0.67 0.69 3.7% -3.6%

-33 144.15 139.02 134.05 -0.66 0.68 3.7% -3.6%

-32 136.53 131.73 127.10 -0.66 0.68 3.6% -3.5%

-31 129.34 124.87 120.54 -0.65 0.67 3.6% -3.5%

-30 122.57 118.39 114.34 -0.64 0.66 3.5% -3.4%

-29 116.18 112.28 108.50 -0.64 0.66 3.5% -3.4%

-28 110.15 106.51 102.98 -0.63 0.65 3.4% -3.3%

-27 104.47 101.07 97.770 -0.62 0.64 3.4% -3.3%

-26 99.107 95.932 92.849 -0.62 0.64 3.3% -3.2%

-25 94.048 91.083 88.202 -0.61 0.63 3.3% -3.2%

-24 89.275 86.505 83.812 -0.61 0.62 3.2% -3.1%

-23 84.771 82.182 79.664 -0.60 0.62 3.1% -3.1%

-22 80.519 78.100 75.746 -0.59 0.61 3.1% -3.0%

-21 76.506 74.245 72.044 -0.59 0.60 3.0% -3.0%

-20 72.717 70.603 68.544 -0.58 0.60 3.0% -2.9%

-19 69.138 67.163 65.237 -0.57 0.59 2.9% -2.9%

-18 65.759 63.911 62.109 -0.57 0.59 2.9% -2.8%

-17 62.565 60.838 59.151 -0.56 0.58 2.8% -2.8%

-16 59.548 57.932 56.354 -0.56 0.57 2.8% -2.7%

-15 56.695 55.183 53.706 -0.55 0.57 2.7% -2.7%

-14 53.998 52.583 51.201 -0.54 0.56 2.7% -2.6%

-13 51.447 50.123 48.828 -0.54 0.56 2.6% -2.6%

-12 49.033 47.794 46.581 -0.53 0.55 2.6% -2.5%

-11 46.748 45.588 44.453 -0.53 0.54 2.5% -2.5%

-10 44.584 43.499 42.435 -0.52 0.54 2.5% -2.4%

-9 42.535 41.518 40.522 -0.51 0.53 2.4% -2.4%

-8 40.593 39.641 38.708 -0.51 0.52 2.4% -2.4%

-7 38.752 37.861 36.987 -0.50 0.52 2.4% -2.3%

-6 37.006 36.172 35.353 -0.49 0.51 2.3% -2.3%

-5 35.350 34.569 33.801 -0.49 0.50 2.3% -2.2%

-4 33.778 33.047 32.327 -0.48 0.50 2.2% -2.2%

-3 32.286 31.601 30.927 -0.47 0.49 2.2% -2.1%

-2 30.869 30.227 29.596 -0.47 0.48 2.1% -2.1%

-1 29.523 28.921 28.330 -0.46 0.48 2.1% -2.0%

Resistance Tol.

(%)

 R-T Table

Temperature Tol.

(℃)
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Part No. : TSM0A103F34D1RZ R25 =10 KOhm ± 1%

B25/85 = 3435 K ± 1%

Temperature Rmax. Rnor. Rmin.

(℃) (KΩ) (KΩ) (KΩ)

0 28.243 27.680 27.125 -0.45 0.47 2.0% -2.0%

1 27.026 26.499 25.979 -0.45 0.46 2.0% -2.0%

2 25.868 25.375 24.888 -0.44 0.45 1.9% -1.9%

3 24.767 24.305 23.849 -0.43 0.45 1.9% -1.9%

4 23.719 23.286 22.859 -0.42 0.44 1.9% -1.8%

5 22.721 22.316 21.916 -0.42 0.43 1.8% -1.8%

6 21.770 21.391 21.017 -0.41 0.42 1.8% -1.7%

7 20.865 20.510 20.160 -0.40 0.42 1.7% -1.7%

8 20.001 19.670 19.342 -0.39 0.41 1.7% -1.7%

9 19.179 18.869 18.562 -0.39 0.40 1.6% -1.6%

10 18.394 18.104 17.817 -0.38 0.39 1.6% -1.6%

11 17.646 17.375 17.106 -0.37 0.39 1.6% -1.5%

12 16.932 16.679 16.428 -0.36 0.38 1.5% -1.5%

13 16.250 16.014 15.779 -0.36 0.37 1.5% -1.5%

14 15.600 15.379 15.160 -0.35 0.36 1.4% -1.4%

15 14.979 14.773 14.568 -0.34 0.35 1.4% -1.4%

16 14.386 14.194 14.003 -0.33 0.35 1.4% -1.3%

17 13.820 13.640 13.462 -0.32 0.34 1.3% -1.3%

18 13.278 13.111 12.945 -0.32 0.33 1.3% -1.3%

19 12.761 12.605 12.450 -0.31 0.32 1.2% -1.2%

20 12.267 12.122 11.977 -0.30 0.31 1.2% -1.2%

21 11.794 11.659 11.525 -0.29 0.30 1.2% -1.2%

22 11.342 11.217 11.092 -0.28 0.29 1.1% -1.1%

23 10.909 10.793 10.677 -0.27 0.29 1.1% -1.1%

24 10.496 10.388 10.280 -0.27 0.28 1.0% -1.0%

25 10.100 10.000 9.9000 -0.26 0.27 1.0% -1.0%

26 9.7286 9.6286 9.5287 -0.27 0.28 1.0% -1.0%

27 9.3728 9.2730 9.1734 -0.28 0.29 1.1% -1.1%

28 9.0320 8.9325 8.8332 -0.29 0.30 1.1% -1.1%

29 8.7053 8.6062 8.5074 -0.30 0.32 1.2% -1.1%

30 8.3923 8.2937 8.1954 -0.32 0.33 1.2% -1.2%

31 8.0922 7.9941 7.8965 -0.33 0.34 1.2% -1.2%

32 7.8044 7.7070 7.6101 -0.34 0.35 1.3% -1.3%

33 7.5284 7.4318 7.3357 -0.35 0.36 1.3% -1.3%

34 7.2637 7.1679 7.0726 -0.36 0.38 1.3% -1.3%

35 7.0098 6.9148 6.8205 -0.38 0.39 1.4% -1.4%

36 6.7661 6.6721 6.5787 -0.39 0.40 1.4% -1.4%

37 6.5323 6.4392 6.3468 -0.40 0.41 1.4% -1.4%

38 6.3078 6.2157 6.1244 -0.41 0.43 1.5% -1.5%

39 6.0923 6.0012 5.9110 -0.42 0.44 1.5% -1.5%

Resistance Tol.

(%)

Temperature Tol.

(℃)

 R-T Table
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Part No. : TSM0A103F34D1RZ R25 =10 KOhm ± 1%

B25/85 = 3435 K ± 1%

Temperature Rmax. Rnor. Rmin.

(℃) (KΩ) (KΩ) (KΩ)

40 5.8853 5.7954 5.7062 -0.44 0.45 1.6% -1.5%

41 5.6866 5.5977 5.5097 -0.45 0.46 1.6% -1.6%

42 5.4956 5.4079 5.3210 -0.46 0.48 1.6% -1.6%

43 5.3121 5.2255 5.1398 -0.48 0.49 1.7% -1.6%

44 5.1358 5.0504 4.9658 -0.49 0.50 1.7% -1.7%

45 4.9663 4.8820 4.7987 -0.50 0.52 1.7% -1.7%

46 4.8034 4.7203 4.6381 -0.51 0.53 1.8% -1.7%

47 4.6467 4.5648 4.4838 -0.53 0.54 1.8% -1.8%

48 4.4960 4.4152 4.3355 -0.54 0.55 1.8% -1.8%

49 4.3510 4.2714 4.1929 -0.55 0.57 1.9% -1.8%

50 4.2115 4.1331 4.0558 -0.57 0.58 1.9% -1.9%

51 4.0772 4.0000 3.9239 -0.58 0.59 1.9% -1.9%

52 3.9480 3.8720 3.7971 -0.59 0.61 2.0% -1.9%

53 3.8235 3.7487 3.6750 -0.61 0.62 2.0% -2.0%

54 3.7037 3.6301 3.5575 -0.62 0.63 2.0% -2.0%

55 3.5883 3.5158 3.4444 -0.63 0.65 2.1% -2.0%

56 3.4771 3.4058 3.3356 -0.65 0.66 2.1% -2.1%

57 3.3699 3.2997 3.2307 -0.66 0.68 2.1% -2.1%

58 3.2666 3.1976 3.1297 -0.68 0.69 2.2% -2.1%

59 3.1670 3.0991 3.0324 -0.69 0.70 2.2% -2.2%

60 3.0710 3.0043 2.9387 -0.70 0.72 2.2% -2.2%

61 2.9784 2.9128 2.8483 -0.72 0.73 2.3% -2.2%

62 2.8891 2.8245 2.7612 -0.73 0.74 2.3% -2.2%

63 2.8029 2.7394 2.6771 -0.75 0.76 2.3% -2.3%

64 2.7197 2.6573 2.5961 -0.76 0.77 2.3% -2.3%

65 2.6394 2.5781 2.5179 -0.77 0.79 2.4% -2.3%

66 2.5619 2.5016 2.4425 -0.79 0.80 2.4% -2.4%

67 2.4870 2.4278 2.3697 -0.80 0.81 2.4% -2.4%

68 2.4147 2.3565 2.2995 -0.82 0.83 2.5% -2.4%

69 2.3449 2.2877 2.2317 -0.83 0.84 2.5% -2.4%

70 2.2774 2.2212 2.1662 -0.85 0.86 2.5% -2.5%

71 2.2122 2.1570 2.1029 -0.86 0.87 2.6% -2.5%

72 2.1492 2.0949 2.0418 -0.87 0.89 2.6% -2.5%

73 2.0883 2.0349 1.9828 -0.89 0.90 2.6% -2.6%

74 2.0293 1.9769 1.9257 -0.90 0.91 2.7% -2.6%

75 1.9724 1.9209 1.8705 -0.92 0.93 2.7% -2.6%

76 1.9172 1.8667 1.8172 -0.93 0.94 2.7% -2.6%

77 1.8639 1.8142 1.7657 -0.95 0.96 2.7% -2.7%

78 1.8123 1.7635 1.7158 -0.96 0.97 2.8% -2.7%

79 1.7624 1.7144 1.6676 -0.98 0.99 2.8% -2.7%

Resistance Tol.

(%)(℃)

 R-T Table

Temperature Tol.



NTC Thermistor TSM Type 0

Part No. :TSM0A103F34D1RZ Page 12

Part No. : TSM0A103F34D1RZ R25 =10 KOhm ± 1%

B25/85 = 3435 K ± 1%

Temperature Rmax. Rnor. Rmin.

(℃) (KΩ) (KΩ) (KΩ)

80 1.7140 1.6669 1.6210 -0.99 1.00 2.8% -2.8%

81 1.6673 1.6210 1.5758 -1.01 1.01 2.9% -2.8%

82 1.6219 1.5765 1.5322 -1.02 1.03 2.9% -2.8%

83 1.5781 1.5334 1.4899 -1.04 1.04 2.9% -2.8%

84 1.5356 1.4917 1.4490 -1.05 1.06 2.9% -2.9%

85 1.4944 1.4513 1.4094 -1.07 1.07 3.0% -2.9%

86 1.4546 1.4122 1.3710 -1.08 1.09 3.0% -2.9%

87 1.4159 1.3744 1.3339 -1.10 1.10 3.0% -2.9%

88 1.3785 1.3376 1.2979 -1.11 1.12 3.1% -3.0%

89 1.3422 1.3021 1.2631 -1.13 1.13 3.1% -3.0%

90 1.3070 1.2676 1.2293 -1.14 1.15 3.1% -3.0%

91 1.2729 1.2342 1.1966 -1.16 1.16 3.1% -3.0%

92 1.2399 1.2019 1.1649 -1.17 1.18 3.2% -3.1%

93 1.2078 1.1705 1.1342 -1.19 1.19 3.2% -3.1%

94 1.1768 1.1401 1.1044 -1.21 1.21 3.2% -3.1%

95 1.1466 1.1106 1.0756 -1.22 1.22 3.2% -3.2%

96 1.1174 1.0820 1.0476 -1.24 1.24 3.3% -3.2%

97 1.0890 1.0543 1.0205 -1.25 1.26 3.3% -3.2%

98 1.0615 1.0274 0.99421 -1.27 1.27 3.3% -3.2%

99 1.0348 1.0013 0.96872 -1.29 1.29 3.4% -3.3%

100 1.0090 0.97599 0.94401 -1.30 1.30 3.4% -3.3%

101 0.98384 0.95145 0.92004 -1.32 1.32 3.4% -3.3%

102 0.95947 0.92765 0.89680 -1.34 1.34 3.4% -3.3%

103 0.93582 0.90456 0.87425 -1.35 1.35 3.5% -3.4%

104 0.91287 0.88215 0.85238 -1.37 1.37 3.5% -3.4%

105 0.89060 0.86042 0.83117 -1.39 1.39 3.5% -3.4%

106 0.86898 0.83932 0.81060 -1.41 1.40 3.5% -3.4%

107 0.84800 0.81886 0.79064 -1.42 1.42 3.6% -3.4%

108 0.82764 0.79900 0.77127 -1.44 1.44 3.6% -3.5%

109 0.80788 0.77973 0.75248 -1.46 1.46 3.6% -3.5%

110 0.78869 0.76103 0.73426 -1.48 1.47 3.6% -3.5%

111 0.77007 0.74288 0.71657 -1.50 1.49 3.7% -3.5%

112 0.75199 0.72526 0.69942 -1.52 1.51 3.7% -3.6%

113 0.73444 0.70817 0.68277 -1.54 1.53 3.7% -3.6%

114 0.71741 0.69158 0.66662 -1.56 1.55 3.7% -3.6%

115 0.70087 0.67548 0.65094 -1.58 1.57 3.8% -3.6%

116 0.68482 0.65985 0.63573 -1.60 1.59 3.8% -3.7%

117 0.66923 0.64469 0.62098 -1.62 1.61 3.8% -3.7%

118 0.65410 0.62997 0.60666 -1.64 1.63 3.8% -3.7%

119 0.63942 0.61568 0.59277 -1.66 1.65 3.9% -3.7%

Resistance Tol.

(%)

Temperature Tol.

 R-T Table

(℃)
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Part No. : TSM0A103F34D1RZ R25 =10 KOhm ± 1%

B25/85 = 3435 K ± 1%

Temperature Rmax. Rnor. Rmin.

(℃) (KΩ) (KΩ) (KΩ)

120 0.62516 0.60182 0.57929 -1.68 1.67 3.9% -3.7%

121 0.61132 0.58836 0.56621 -1.71 1.70 3.9% -3.8%

122 0.59789 0.57531 0.55352 -1.73 1.72 3.9% -3.8%

123 0.58485 0.56264 0.54121 -1.75 1.74 3.9% -3.8%

124 0.57220 0.55034 0.52926 -1.78 1.77 4.0% -3.8%

125 0.55991 0.53841 0.51767 -1.80 1.79 4.0% -3.9%

126 0.54799 0.52683 0.50643 -1.83 1.82 4.0% -3.9%

127 0.53642 0.51559 0.49552 -1.85 1.84 4.0% -3.9%

128 0.52519 0.50469 0.48494 -1.88 1.87 4.1% -3.9%

129 0.51429 0.49411 0.47468 -1.91 1.89 4.1% -3.9%

130 0.50372 0.48385 0.46473 -1.94 1.92 4.1% -4.0%

131 0.49346 0.47390 0.45507 -1.97 1.95 4.1% -4.0%

132 0.48351 0.46424 0.44571 -1.99 1.98 4.1% -4.0%

133 0.47385 0.45488 0.43663 -2.03 2.01 4.2% -4.0%

134 0.46448 0.44580 0.42782 -2.06 2.04 4.2% -4.0%

135 0.45539 0.43699 0.41929 -2.09 2.07 4.2% -4.1%

136 0.44658 0.42845 0.41101 -2.12 2.11 4.2% -4.1%

137 0.43803 0.42017 0.40299 -2.16 2.14 4.3% -4.1%

138 0.42975 0.41214 0.39521 -2.19 2.18 4.3% -4.1%

139 0.42171 0.40435 0.38767 -2.23 2.21 4.3% -4.1%

140 0.41392 0.39681 0.38037 -2.27 2.25 4.3% -4.1%

141 0.40637 0.38950 0.37329 -2.31 2.29 4.3% -4.2%

142 0.39906 0.38242 0.36644 -2.35 2.33 4.4% -4.2%

143 0.39197 0.37556 0.35980 -2.39 2.37 4.4% -4.2%

144 0.38510 0.36891 0.35337 -2.44 2.41 4.4% -4.2%

145 0.37845 0.36247 0.34714 -2.48 2.46 4.4% -4.2%

146 0.37200 0.35624 0.34111 -2.53 2.51 4.4% -4.2%

147 0.36577 0.35021 0.33528 -2.58 2.56 4.4% -4.3%

148 0.35973 0.34437 0.32963 -2.63 2.61 4.5% -4.3%

149 0.35389 0.33872 0.32417 -2.68 2.66 4.5% -4.3%

150 0.34823 0.33326 0.31889 -2.74 2.72 4.5% -4.3%

Resistance Tol.

(%)(℃)

 R-T Table

Temperature Tol.


